
F.A.C.P.

+

-

+

-

N.A.C. #1
(NOTIFICATION 

ALARM 
CIRCUIT)

REMOVE JUMPER ONLY 
IF HORN SILENCE 
CIRCUIT IS USED

LEAVE JUMPER IN PLACE 
TO ELIMINATE NEED FOR  

HORN INPUT ON AVSM.

SYNCHRONIZATION 
MODULE

IN1+ OUT1+ NEG1 IN2+ OUT2+ NEG2

H+H-- SYNC +

+

-
N.A.C. #2

N.A.C. #2

FIRST SIGNAL
S+ S+ H+ H-S-

LAST SIGNAL
S+ S+ H+ H-S-

END OF LINE
RESISTOR FOR

CLASS B
WIRING ONLY

FIRST SIGNAL
S+ S+ H+ H-S-

LAST SIGNAL
S+ S+ H+ H-S-

END OF LINE
RESISTOR FOR

CLASS B
WIRING ONLY

N.A.C. #1

Two (2) Class B Circuits with Strobe/Horn Operating in Unison

1-800-436-8391
www.gentex.com

NOTE: Crossing lines DO NOT 
Indicate Connections

SYNCHRONIZATION 
MODULE

IN1+ OUT1+ NEG1 IN2+ OUT2+ NEG2

H+H-- SYNC +
HORN 

SILENCE
N.A.C.

(IF HORN SILENCE 
CIRCUIT IS 

USED REMOVE 
AVSM JUMPER)

(OPTIONAL)


